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Disclaimer

The information in this publication is subject to change without notice and does not represent a commitment
on the part of Datgel Pty Ltd. The software described in this document is furnished under a license agreement
or nondisclosure agreement. The software must be used or copied only in accordance with the terms of the
agreement.

Every effort was made to ensure accuracy of this information. However, Datgel Pty Ltd makes no warranty as
to the correctness of this information or the supplied files.

Printed in Australia. All rights reserved worldwide. No part of this publication may be reproduced in any form
or by any means without the prior written consent of Datgel Pty Ltd. Comments are welcome and become the
property of Datgel Pty Ltd.

All products mentioned are trademarks of the respective producers.
Copyright © Datgel Pty Ltd 2005-2010
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About the Product

The Output Tool version 2 brings a new dimension to gINT Output, by allowing you to batch output
reports from an easy to use interface - significantly improving workflow and efficiency.

Key Features:
1 Configure and output (PDF, Raster, Preview or Print) multiple reports grouped by Key Set
(PointID, Sample etc), by each Report, or by Range Filter (such as geology code/unit)
Work with single and multiple gINT projects
Most gINT output options are configurable

Multiple configurations may be saved and recalled, and may be stored in the Project, Library,
User (current user on local PC), or Computer (all users on local PC); Further, configurations
maybe imported and exported to XML

Assign User Report Variable values to all reports in a configuration
Improved Range Filter configuration

The enhanced PDF Bookmark grid allows you to define dynamic multi-branch hierarchies; The
options include Key Set, Report Information and Range Filter information

Increment figure numbers

GDW Export allowing for the output of multiple reports to one page

Example Usage

Output a non-cored log, cored log, and photo report grouped by PointID
Output all lab test reports in a database grouped by Sample/Specimen
Output numerous reports configured independently, with incrementing figure numbers

Output multiple graph frames to one page

= =4 =4 -4 -4

Output multiple lab summary graphs grouped by Geotechnical Unit

You need to complete the installation procedure (see Installation and Licensing on page 1) and validate
a license (see Datgel Product Licensing System User Guide) before you can use the Output Tool.

Support

12 months support and maintenance is included with the license purchase. For technical support
please email support@datgel.com or call +61 2 8202 8600.

System Requirements

gINT
The product runs optimally using gINT 8.2.007 (equivalent to 8.1.2.007) or higher.

The product will run using gINT Logs, gINT Logs Plus, and gINT Professional.
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Hardware and Operating System

Same system requirements as gINT 8.2, see: http://www.qgintsoftware.com/products_requirements.html.

Required Windows Components

1. Windows Installer 3.1
2. .NET 3.5 Framework SP1

Conventions and typography used in this guide

Note: Tips and additional Information to help you.

Bold Text

Italics Emphasis

CAPITALS

KEY+KEY

Code Snippet

Code sample

File name or path

Table_Name

Field Name

Command line

Used to indicate a series of menu commands.
e.g. Select File > Open.

Used to indicate a gINT Application Group, Application, Table Group or Table , e.g.

DATA DESIGN | Project Database

Items you must select, command buttons, or items in a list.
e.g. Navigate to UTILITIES | Convert Projects (4" tab).

Use to emphasize the importance of a point such as parameters.
e.g. Data Entry i Check Omit Must Save prompt when save is required

Names of keys on the keyboard. for example, SHIFT, CTRL, or ALT.

Key combinations, for example CTRL+P, or ALT+F4.

Indicates a code snippet within a paragraph

Indicates a sample program codes inserted in user guide e.g.

public override string ToString ()
Used for formatting file name and paths e.g. di_lib.glb
V:\ 10 gINT \ Datgel Install Files \

Database table name, e.g. POINT_TABLE

Database field name; e.g. PointID

or

Command line, presented exactly as it must be entered e.g.

cdir
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Field Colours

Each of the fields in the project tables have been coloured to improve the data entry process as
indicated below in Table 1.

Table 17 Field Colours

Field

Colour

Field Name and Explanation

Yellow

gINT Key Field i mandatory data entry

Pastel Purple

AGS Data i data associated with the AGS Data
Interchange Format

Pastel Green

Calculated Field i data is written to this fieldbyDat g e
code

Data Entry Field 7 data should be entered into this field,

Pastel Beige or data in this field influences the calculation

Pastel Red Legacy Data Field 7 historic data entered here, is
typically from an old database

Pastel Blue Output Option i used to control how data displays on a

report

Pastel Orange

Remark or Metadata Field i additional data associated
with the primary information

Grey

Read-only

Output Tool gINT Add-In
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1 Installation and Licensing

1.1 Installation Overview

There are three parts to the installation process:

91 Install DLL programs
1 Merge gINT library objects
9 Validate the product license

The steps must be performed in this order and the first two steps are described below. The validation
procedure must be done last and is described in the Datgel Product Licensing System User Guide.

1.2 Package Contents
Your software purchase may have come with the following contents:
1 Applications CD which normally has the following folders:
\ gINT Files

\ Documentation
\ Installation files

1 A hardware license key

1.3 Before Installation
A few basic preparations can help ensure an effortless installation.
1 Make sure that the computer where you plan to install the program meets the minimum
hardware and software requirements.
1 Connect your PC to the Internet before installation (must have a working Internet connection).

The Output Tool requires that the Microsoft .NET 3.5 framework is installed on the PC prior to
the installation of the Tool. If your PC does not have the .NET 3.5 framework installed, then it
will be automatically downloaded and installed during the Tool installation process.

Log into the PC with Administrator privileges before starting installation.
It is recommended that you exit out of other applications that maybe running on your PC.

Close gINT before you start installation.

= =4 =4 -4

Keep the serial number and license number handy.

1.4 Install DLL Programs

1. If you received an installation CD, then insert the CD and browse to the folder
\Installation Files

2. Double click the file named Setup.exe
3. Click Run to begin installation.
Follow the on screen instructions when installation begins:

4. Click Next on the Welcome to the Datgel Output Tool Setup dialog.

Output Tool gINT Add-In T Datgel
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ﬁ Datgel Cutput Tool EI =] @
Welcome to the Datgel Output Tool Setup Wizard -~

The installer will guide you through the steps required to install D atgel Output Tool on your computer.

WARNING: Thiz computer program iz protected by copyright law and international reaties.
Unauthorized duplication or distribution of this program, ar any portion of it, may result in severe civil
aor criminal penalties, and will be prazecuted ta the maximurn extent pozszible under the law.

Cancel { Back

5. Scroll and carefully read the License Agreement, and choose option | Agree, and click Next.
ﬁ Datgel Cutput Tool EI =] @
License Agreement .
Flease take a moment to read the icense agreement now. If you accept the terms below, click "l
Agree’. then "Mext". Otherwise click "Cancel™.
LICENSE AGREEMENT -
Terms and Conditions
This End User License Agreement relates to the program information and
data relating to the Product. The Licensor is Datgel Pty Ltd (ABN 31 116
883 731) (Datgel).
PRODUCTS
| Do Mot Agree @ | Agree
| Cancel | | < Back | [ Tt > l
Alternatively choose | Do Not Agree and click Cancel if you disagree with the license
agreement. The installation will stop and exit.
6.

On the Select Installation Folder dialog, either accept the default folder (recommended) or
select Browse to specify the folder where you want to install the Output Tool.

Leave Everyone bulleted to indicate that anyone logged onto the PC can use the Output Tool.
Click Next when ready.

Output Tool gINT Add-In i Datgel
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ﬁ Datgel Cutput Tool EI = @

Select Installation Folder ¥

The installer will install Datgel Output Tool to the following folder.

Toinstall in this folder, click "Mext". To install to a different folder, enter it below or click " Browse""

Foalder:

C:%Program Files\D atgelsD atgel Output Tool Browse...

Install Datgel Output Tool for yourself, or for amyone who uses this computer:

@ Ewveryone

0 Just me

[ Cancel l ’ < Back l [ Mewt > l

OPTIONAL Click on Disk Cost to view the disk space statistics. Click OK when done.

‘_'E Datgel Cutput Tool Disk Space @

The ligt below includes the drives you can install Datgel Output Tool to, along with each diive's
avallable and required disk space.

Wolurne Digk Size: Available Rec
= 102GE RAGE -
=0 7395ME 11EEME r
=IE: 1588mME 1325MEB

2 M: OB kB

=N 418GE 188GE

20 418GE 188GE =
< I 3

7. Click Next to start installation.

ﬁ Datgel Cutput Tool EI = @

Confirm Installation ¥

The installer iz ready to install Datgel Output Tool on your computer.

Click "Mes=t" to start the installation,

Cancel l ’ < Back l [ Pt

Datgel
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8. Observe the progress bar to monitor installation progress

ﬁ‘ Datgel Cutput Tool EI =] @

Installing Datgel Output Tool b

Datgel Output Tool is being installed.

Please wait...

9. When the Installation Complete dialog is displayed you have the choice to initiate the merging
of gINT library objects after you click close by checking the Merge gINT Library and Project
Objects check box. Click Close.

j’_{‘;’ Datgel Cutput Tool o] = =]

Installation Complete u

Datgel Output Tool has been successfully installed.

Click "Close" to exit.

tderge glMT Library and Project Objects
Flease use Windows Update to check for any critical updates to the MET Framewark.

Cancel ¢ Back

1.5 Merge gINT Library Objects

Note: If Stepl.5hasal ready been compl eted by Dat gel dhenpdoecece| oper s,
to section 1.6 Validate License.

If you have not merged the current version of the library objects on your current Computer, then the
Datgel Output Tool gINT Obiject Installer form will display. Conversely, if you have previously merged
the gINT Library objects the form will not appear; you will be prompted to open gINT, and should
proceed to section 1.6 Validate License.

The gINT Object Installer can also be called from Windows Start > All Programs > Datgel > Datgel
Output Tool gINT Object Installer.

Output Tool gINT Add-In i Datgel
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R Datgel Output Toel gINT Object Installer

[= (&=

| File Help

Library Objects

MName Description

Datgel Output Tool gINT Add-In ...
. Gint Rules Modules Datgel Qutput Tool gINT Rules M...
. Qutput Reports Libra... List of Reparts

aINT Library E|
Selection Options |Select All
[ chek |
gIMT Library and Project/Data Template files must not be open at the
time of installation.
Before the installation, a time stamped . zip file of the gINT Library

and Project/Data Template files will be made in the same directory as
the gINT Library and Project/Data Template files respectively.

oINT Executable Path | ¢:\program Files\gINT3 bin\gints. exe |£|

Install

=N

Select gINT Library and Project/Data Template files and click Install

1. Ensure you have gl NT cl osed,

2. Click on the gINT Library browse button [+ and

open

your companyéo6s

wish to use with the Output Tool. A backup zip of your custom library will be made in the same

folder.

3. Click Install. The new library tables will be copied to your library file, and other library objects

will be merged via a gINT script.

1.6 Validate License

After installation (and before using the Output Tool), validate the user license as described in Chapter 3

of the Datgel Product Licensing System User

Guide.

Note: You only need to validate this product when you run the Datgel Output Tool in gINT for the first time.

Output Tool gINT Add-In T
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2  Using the Tool

2.1 Overview

Select INPUT | Add-Ins > Datgel Output Tool > Datgel Output Tool to launch the tool.

The Tool has two tabs, General and Reports.

The general tab allows for configuration of global / general options, such as Configuration Type, Data
Source, Key Set, Filter, Range Filter, Output options, and general user report variable settings.

14 Datgel Output Tool o )
Configuration Report Help
5 kol ke Location: Project Configuration: = | @
Table: IN_SITU_CER Field: Paste
General | Reports
Configuration Type Range Filter
(%) Group By Key Set () Report () Group By Range Filter ‘ cave | ‘ Save As | |0pen/Edit\ ‘ Clear |
Data Source Range
() Current Single Project Table Name
Top Field Name
(Z) Mon-Current Single Project Bottom Field Name
Indude Top/Bottom
O Muitiple Project Criteria Field Name
Description
Key Set Table MName
Source Table povT Criteria Field Name
Description Field Name
Generate Range Filter Criteria |
Filter
Z-=A | | |Descnpﬁon | |
Sort 1 (]
Sort2 O
1 2 [E 4 5
Field
Criteria Output
Or () Preview () Print (Z) Exportto POF () Export to Raster
Or
Al T File [+ [ open [Jsient
i i PDF Bookmarks
Replace User Report Variable Text Resalution (dpi) |00 ‘ | ookmar ‘
| [user Report varizble [ place Holder | Replace Text Expression | [ POF Individual Datasets
|i| [C] overwrite PDF
Execute | [ Reeer 3 | Cancel

Output Tool gINT Add-In i
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The Reports tab allows for the configuration of an unlimited number of reports, and optionally you may
set report specific filters and other settings.

{4 Datgel Output Taol [E=R[E=H >0
Configuration Report Help

Z kbl kA Location: Project Configuration: S | @
Table: |POINT Field: Paste

General || Reports

Drag a column header here to group by that column E]

| |Gruup |ReportType ‘ReportName |Remark |Key Set ‘Usar Report Variable |F\Iber |Ranga Filter Report Options GDW Page No. Counter Increment |
L]

Execute | ‘ Reset | ‘ Cancel
2.2 Menus and Toolbar

Configuration Report Help

= b Ed Location: Project Configuration: A7
Table: Field: Paste

2.2.1 Configuration Menu

]
1 =~ Open/Edit Configuration (Ctrl+O): Initiates the Open Edit sub form, used to edit or
delete existing configurations, and select an existing configuration

1 = Save Configuration (Ctrl+S): Save configuration

i H Save Configuration As (F12): Save configuration as a new name, and define a
description

1 Configuration Location: The storage location of the current Configuration. You may open a
Configuration then save it in a different location

1 Settings Configuration: Combo box that allows you to select an existing name or type a new
name

= . . , :
7 B Export Current Configuration to XML (Ctr+E): Export the current form configuration to
an xml file; Enables simple interchange of configurations e.g. via email

= &
1 _F] Import Configuration from XML (Ctrl+l): Import an xml file storing a configuration

1 = Set PDF Initial Folder (Ctrl+P): Set a default initial folder for the pdf and raster file
browse. Stored on the current PC for the current user

Output Tool gINT Add-In T Datgel
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